CLAIMS 

What is claimed is: 

1 . A pneumatic suspension apparatus which dampens the vibrations between a vehicle 
frame and a vehicle seat, the pneumatic suspension apparatus comprising: 

at least one pneumatic bag for being attached with a vehicle between the vehicle 
frame and the vehicle seat wherein the at least one pneumatic bag dampens the 
vibrations between the vehicle frame and the vehicle seat; 
a bag pneumatic line, comprising a first end of the bag pneumatic line and a 
second end of the bag pneumatic line, with the first end of the bag pneumatic line 
pneumatically connected with the pneumatic bag; 

a regulator pneumatically connected with the second end of the bag pneumatic 
line wherein the regulator adjusts the pneumatic pressure of the at least one 
pneumatic bag; 

a reservoir pneumatic line, comprising a first end of the reservoir pneumatic line 
and a second end of the reservoir pneumatic line, with the first end of the 
reservoir pneumatic line pneumatically connected with the pneumatic bag; and 
a reservoir pneumatically connected with the second end of the reservoir 
pneumatic line wherein the reservoir supplies inflation of the at least one 
pneumatic bag. 

2. The pneumatic suspension apparatus as set forth in claim 1 further comprising: 

a compressor; and 

a compressor pneumatic line further comprising a first end of the compressor 
pneumatic line and a second end of the compressor pneumatic line wherein the 
first end of the compressor pneumatic line is pneumatically connected with the 
compressor and the second end of the compressor pneumatic line is pneumatically 
connected with the reservoir wherein the compressor pressurizes the reservoir. 

3. The pneumatic suspension apparatus as set forth in claim 1 further comprising: 

an upper mounting plate for being attached with a vehicle between the vehicle 
seat and the at least one pneumatic bag; and 
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a lower mounting plate for being attached between the at least pneumatic bag and 
the vehicle frame. 

4. The pneumatic suspension apparatus as set forth in claim 3 wherein: 

the upper mounting plate is for being conventionally attached with a vehicle with 
the vehicle seat with fasteners, the upper mounting plate is further attached with 
the pneumatic bag by means of a threaded rod in the upper portion of the 
pneumatic bag that extends through an aperture in the upper mounting plate, and 
an upper nut is tightened to secure the pneumatic bag with the upper mounting 
plate; 

the lower mounting plate is for being attached with the pneumatic bag by means 
of a threaded tube in the lower portion of the pneumatic bag passing through an 
aperture in the lower mounting plate, a lower nut below the lower mounting plate 
is tightened to firmly secure the pneumatic bag with the lower mounting plate, 
and the lower mounting plate is further bolted to the vehicle frame; and 
the first end of the bag pneumatic line is pneumatically connected with the 
threaded tube. 

5 . A pneumatic suspension apparatus which dampens the vibrations between a vehicle 
frame and a vehicle seat, the pneumatic suspension apparatus comprising: 

at least one pneumatic bag for being attached with a vehicle between the vehicle 
frame and the vehicle seat wherein the at least one pneumatic bag dampens the 
vibrations between the vehicle frame and the vehicle seat; 
a bag pneumatic line, comprising a first end of the bag pneumatic line and a 
second end of the bag pneumatic line, with the first end of the bag pneumatic line 
pneumatically connected with the pneumatic bag; 

a regulator pneumatically connected with the second end of the bag pneumatic 
line wherein the regulator adjusts the pneumatic pressure of the at least one 
pneumatic bag; 
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a compressor pneumatic line, comprising a first end of the compressor pneumatic 
line and a second end of the compressor pneumatic line, with the first end of the 
compressor pneumatic line pneumatically connected with the pneumatic bag; and 
a compressor pneumatically connected with the second end of the compressor 
pneumatic line wherein the compressor supplies inflation of the at least one 
pneumatic bag. 
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